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FRANK W. MURPHY
MURPHYMATIC CONTROLS

SOUTHERN DIVISION - ROSENBERG TEXAS

FOR

DWN. NO.

OUR ORDER NO.

DWR. BY DATE CHK BY APPD.

YOUR ORDER NO.

HC9450-A

LCDT N.O. INSTALLATION

JAY 9/18/86

*VCO

*VDD

MODEL

LCDT-NO

LCTD-NO ANNUNCIATOR

NORMALLY OPEN SENSOR

POWER & CONTROL CABLE

MODEL

LCDT-PS-CD(R)-P

OR

LCDT-PS-CD-N

POWER SUPPLY

LCDT-50CA-36 TERMINAL STRIP

AND CABLE ASSEMBLY

CUSTOMER EXPLOSION PROOF

SEAL BOX AND CONDUIT

TO FIELD SENSORS

MODEL 

LCDT-50TB-N0

GRN

WH

BLK

SEN 1

SEN 2

LCDT-ISB AND ISB CABLE ASSEMBLY

CUSTOMER EXPLOSION PROOF

SEAL BOX AND CONDUIT

TO IGNITION SYSTEM

MODEL

LCDT-ISB

TYPICAL

NORMALLY 

OPEN SENSOR

NON-INTRINSICALLY SAFEINTRINSICALLY SAFE

NON-INTRINSICALLY SAFE

CL.I DIV.I ,GP.D

HAZARDOUS LOCATION

INTRINSICALLY SAFE

CL.I DIV.I ,GP.D

HAZARDOUS LOCATION

NOTE:

[1.] SENSOR INPUTS 1-15 ARE TIMED FOR START-UP.

[2.] DO NOT CONNECT SENSORS TO TERMINALS 48, 49 AND 50

CAUTION: POWER SUPPLY MUST BE CONNECTED TO SYSTEM

         GROUND BY MEANS OF TERMINALS PROVIDED.

     DENOTES COMMON CHASSIS GROUND

APPR BY REV DESCRIPTION DATE

RG

RG

RG

SK

RG

A

B

C

D

E

/FM

/FM

/FM

/CSA

/CSA

12/86

2/87

4/87

8/87

9/87

NOTE: NO REVISIONS WITHOUT PRIOR FACTORY MUTUAL AND CANADIAN STANDARDS

ASSOCIATION APPROVAL.

IGN1

GND

VCO

VDD

CONT

C

NC

FV  

FV

GND

NO

BLACK

RED

WHITE

GREEN

LCDT-PS-CD-N

CONTACT RATING

4A, 250VAC

3A, 30VDC RESISTIVE

IGNITION #1

FUEL VALVE +

FUEL VALVE -

ALARM
CONTACTS

CUSTOMER WIRING

CUSTOMER WIRING

FIELD CONNECTIONS

FIELD CONNECTIONS

POWER AND

CONTROL CABLE

IGN1

SW #2

IGN #1

SW #1

IGN #2

C

NC

GND

FV

FV

NO

BLACK

RED

WHITE

GREEN

LCDT-PS-CD(R)-P

DURACELL 6V, 160mAH

PART# PX28L

CONTACT RATING

4A, 250VAC

3A, 30VDC RESISTIVE

  IGNITION 

FUEL VALVE

CONTACTS

CUSTOMER WIRING

CUSTOMER WIRING

FIELD CONNECTIONS

FIELD CONNECTIONS

POWER AND

CONTROL CABLE

+-

GND

VCO

VDD

CONT

SEN1

SEN2

GND

LCDT-ISB

RED

BLACK

YELLOW

WHITE

BLACK

GREEN

ISB CABLE

CONNECTOR

IGNITION #1

SWITCH #1

IGNITION #2

SWITCH #2

CUSTOMER WIRING

CUSTOMER WIRING

FIELD CONNECTIONS

FIELD CONNECTIONS

GND

GND

ALARM

TO 120VAC/24VDC/12VDC

MODEL

LCDT-PS-120/24/12

POWER & CONTROL CABLE

GND

 -DC

BLACK

RED

WHITE

GREEN

LCDT-PS-120/24/12

CONTACT RATING

4A, 250VAC

3A, 30VDC RESISTIVE

POWER AND

CONTROL CABLE

GND

VCO

VDD

CONT

CUSTOMER WIRING

CUSTOMER WIRING

FIELD CONNECTIONS

FIELD CONNECTIONS

 AC 

RB F 120V PS APPROVAL 3/89

Ni Cad BATTERIES

SIZE AA (5)   
  ALARM

CONTACTS

24VDC/12VDC       

120VAC SUPPLY

 +DC

  NO

  NO

 COM

 COM

COM1

 NC1

 NO1

A
L

A
R

M
F

V
  
 

IG
N

  

SUPPLY            

   IGNITION

FUEL VALVE

RB G GENERAL 7/25/89

[3.] CONTACTS SHOWN IN RUN POSITION

SEE NOTE [3]

SEE NOTE [3]

SEE NOTE [3]

RB H ADDED NOTE 3 5/01/92

- +

PART# DL223A
DURACELL 6V, 1300mAH

REVISED LCDTPSCDNIRB 9/25/92


